9a-9b

Pos. Codice - Code Pos. Codice - Code
1 BH118595 6 BH118596
2 BE118107 7 BU118339
3 BH118245 8 BD118008
4 BD078021 €/11/P 9a BH118283
5 BH118052 €/11 9% BE118103
Pos. Materiali impiegati - Materials - Matériaux utilisés
1 Metallo - Metal - Métallique [Zn Al4 Cul UNI EN 1774]
2-3-6-7-9 Tecnopolimero - technopolymer - techno-polymére
3-5-6 Ottone - brass - Laiton [CuZn39Pb3 UNI EN 12164]
3-4-5-6-8-9 Gomma - Rubber - Caoutchouc (NBR)
9 Acciaio inox AISI 302 Stainless steel - Acier inoxydable

AL TUTIIITITT_T]

) | [T ]|

Dimensioni
Mod. Dimensions - Dimensions
A | B C D E F|H
€/11/1 1/8“ | 52| 45| 148.5| 48| 100.5| 32| 40
€/11/2 1/4” | 52| 45| 148.5| 48| 100.5| 32| 40
€/11/1-P | 1/8% | 52| 45| 152.5| 48| 104.5| 32| 40
€/11/2-P | 1/4” | 52| 45| 152.5| 48| 104.5| 32| 40




Pos. Codice - Code Pos. Codice - Code Pos. Codice - Code
1 BU118616 10 BB118270 19 BE118119
2 BE118108 11 BH118576 20 BG118252
3 BE118276 12 BD118274 21 BE118118
4 BE118275 13 BH118583 22 BH118597
5 BE118266 14 BH108067 23 BD118008
6 BS118265 15 BA118273 €/14/P 24a BH118179
7 BS118268 16 BH118577 €/14 24b BH118284
8 BA108025 17 BF118298
9 BE118269 18 BM118234

Pos. Materiali impiegati - Materials - Matériaux utilisés
1-24 Metallo - Metal - Métallique [Zn Al4 Cul UNI EN 1774]
2-3-4-5-9-13-18-19-20-21-24 Tecnopolimero - technopolymer - techno-polymére
6-7-14-17-18-24 Ottone - brass - Laiton [CuZn39Pb3 UNI EN 12164]
8-18 Acciaio classe G - Steel - Acier
10-12-1314-23-24 Gomma - Rubber - Caoutchouc (NBR)
18 Rame - copper - cuivre
15-24 Acciaio inox AISI 302 Stainless steel - Acier inoxydable
A B1

Dimensioni — Dimensions - Dimensions

B Mod.

A B |B1| C D E F G H M

€/14/1 | 1/8" | 52 | 45 | 76 | 191 | 69 |122 | 32 |21,5| 40 |43.5x43

€/14/2 | 1/4” | 52 | 45 | 76 |191| 69 122 | 32 |215| 40 |43.5x43

€/14/1-P | 1/8* | 52 | 45 | 76 | 192 | 69 |123 | 32 | 21,5| 40 |43.5x43
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€/14/2-P | 1/4” | 52 | 45 | 76 | 192 | 69 | 123 | 32 | 21,5| 40 |43.5x43






